ENGINE MOUNT SIZING SHEET Please provide as much information as possible. ISOFIex

E-mail completed form to: info@isoflex.com.au

Questions? Call Isoflex 1300 366 393 MINIMIZING | VIBRATION

CONTACT NAME: COMPANY:
ADDRESS: STATE: POST CODE:
PHONE: E-MAIL:

VESSEL INFORMATION
____Pleasure Craft ___ Light Commercial ___ Heavy Commercial ____ Military / Defense ____ Other
LOA (length overall): ft/m New build Refit
Make and model:

HULL TYPE
___Planing ___ Displacement ___ Multi-hull  Hull material (specify):

ENGINE & TRANSMISSION CONFIGURATION
___Downangle ___In-line ___ Integral V-drive ___ Remote mounted V-drive ___ Jet-drive ___ Other

# of blades on propeller: Thrust applied to isolators? Y N

Special requirements
(eg. ‘g’ loadings, extra equipment such as pumps or alternators mounted on the engine, gearbox, etc):

Engine make: Engine model # HP@max or Rated RPM
Transmission make / model # Gear reduction ratio
Engine weight: lbs / kg Gearbox weight: lbs / kg

CURRENT MOUNT CONFIGURATION  (Check appropriate box to indicate your current mount location)

Other system (describe here
if you have another mounting
system):

=t @%E“
s ——

oJ/’

|:| Typical 4-mount system |:| Typical 6-mount system

What is your current engine layout and mount location(s)?
(Describe where your current mounts are located. Provide any additional information about your current mounting system,
such as # of mounts, single and/or double, etc).




MOUNT DIMENSIONAL REQUIREMENTS

Indicate your current mount make/model:

Please provide available measurements below, and indicate whether using inches or millimeters.

Stud diameter
(Engine bracket hole size)

= in/ mm I—I

NOTE: The mounts should be
located as close as possible to
the height of the crankshaft of

r—1 the engine.

Do not allow overhang.
A
Free height }’=I'%

(Height from engine bed/stringer
to underside of engine bracket)

in/ mm }

<— Engine mount base bolt hole centers ——>|

= in/ mm

l€«—— Overall length of mount — >

= in/ mm

ADDITIONAL MOUNT & ENGINE INFORMATION

We understand that some of this information may not be available to you.
Please provide as much detail as possible to ensure the most suitable mounting selection:
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