
IFV Engine Mount Deflection Worksheet Use this document to assist you in measuring the 
static deflection of each mount. This is important to 
ensure equal mass distribution on all mounts. 

Record the results for each mount in the corresponding spaces below.  Submit this information to IsoFlex.

Isoflex Mount Deflection Worksheet Flag Washer IFV AUS 1-8-26

IsoFlex Mount
(Generic drawings only)

Name: 

Phone: 

E-mail: 

Invoice No: 

How to measure:
Measure distance from top of mount base to bottom of washer 
“flag” when the mount has no load applied (Unloaded). 
Measure this same distance once load has been applied to the 
mount (Loaded).

To calculate deflection:
Static Deflection = Unloaded Dimension – Loaded Dimension

Nominal Unloaded Height
Mount mm inch
IFV125 10.0 0.39
IFV127 10.0 0.39
IFV130 10.0 0.39
IFV136 11.0 0.43
IFV139 11.0 0.43
MDV125 10.0 0.39
MDV130 10.0 0.39
MDV131 10.0 0.39

For IsoFlex mount models with flag washer

Isoflex Technologies Pty Ltd
11/75 Waterway Drive
Coomera, QLD 4209 Australia
Tel: +61 7 5556 0924  Toll Free 1300 366 393
isoflex.com.au
 

E-mail completed form to:  info@isoflex.com.au
Questions? Call IsoFlex +61 7 5556 0924

The mounts represented here have a custom washer 
which has a tab extension that extends above the mount 
base. This custom IsoFlex “flag” washer allows you to 
more easily measure the distance that is needed to  
calculate deflection.  


